Back- and time-
saving options
deliver more wood

in less time!
TW-6 with optional log lift and table grate.

Timberwolf also offers a full line of
firewood processing equipment for the Professional & Homeowner

Timberwolf offers a complete

line of commercial grade

firewood conveyors in 20, 24",

26" and 30' lengths. These

self-contained workhorses are

available with belt drive or hydraulic top drum drive,
and can be outfitted with options such as raised cleat
belting, and chip separators.

The TW-PRO line
of firewood
processors gives a
single operator the
ability to process

TIMBERWOLF firewood from the
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TW-P1 475 20 55 1 45 26 24x1% 13 5" 2" OPT N/A OPT STD N/A VIDEO AND
TW-HV1 50 20 55 T 75 245 2xéx2 13 5" 2"  N/A  NA NA SO N/A BROCHURE
TW-HV2 660 25 9 16 75 245 24x5x2 10 5" 2"  N/A N/A NA STD N/ AVAILABLE—
TWN-2 55 20 9 16 75 26 24x4x2 9 5" 2"  OPT N/A OPT STD N/A CALL TODAY!
TWN-2 HD 75 20 9 16 15 26 24xdx2 9 '

* 6-way Box Wedge standard; 4-, 6-way optional \[NOOD PROCESSING EQUIPMENT




Timberwolf Splitters are Built with the Highest Quality Workmanship and Components L J 2 TW-6
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' il . producers. Our most powerful log
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— ' y '3 K r-é'.:r* ~ L3 _— 6 . & | HP OHV Honda GX engine, electric
TW-P1 TW-HV1 & TW-HV2 TW-3 & TW-3HD P g o — -2 i s F L or pull start, which easily powers the

22 GPM 2-stage pump. The TW-6

Power to the TW-3 is produces 28 tons of force and has

Our most economical model is built with the same high Timberwolf’s heavy-duty Horizontal-Vertical log

quality components found in our other machines. The splitters can be operated in two positions-in the supplied by a 20 GPM an 8-second cycle time.
TW-P1 is powered by a Honda GX 5.5 HP OHV engine traditional horizontal position, where the log is PTO pump which

and features an 11 GPM 2-stage pump. lifted to the beam, and the vertical position, yields 17 tons of

The TW-P1 comes standard with where the log is split on the ground. This splitting force with a

bolt-on log cradles and accepts our allows for convenient splitting of average size 6-second cycle time.

optional 4-way wedge. A log lift and
table grate are also available as
options. See back cover.

logs, but gives you the ability to split heavy,
tough-to-lift chunks.
P> Heavy-duty 5" x 5" H-beam with safety and

This splitter can run on
any tractor, 16 HP or

greater, which is R e P e
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strength built right in! equipped with a ’ n.he.-e ; ,.1-1“
P> Up to 25 tons of splitting force! Category 1 PTO e gl = - : optlonal Iog
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OUR CUSTOMERS SAY IT BEST:

features a larger cylinder which
generates 22-tons of splitting force,
accepts most options and is available
in 36" and 48" long models.

This machine is a remarkable product! We've already split “I did a face cord in under 15 minutes with the
over 10 cords in a few short sessions! We were especially multi-wedge!” —Joel C.
impressed with it's first task......a 4-ft diameter fir with the
world's worst knots. The TW-3 waltzed right through it!!
Another nice surprise is the fact that our tractor runs the
splitter at darn-near an idle!! You guys are really building a
superior splitter! —Mark E. and Pat F. “Timberwolf's TW-P1 has got to be the best
professional grade, homeowner-friendly
splitter on the market. What a value.” —Bob K.

“This must be the Cadillac of splitters! And, the
front wheel on the hitch makes it very
well-balanced and easy to move!” —Elam G.

“The TW-7 is a NICE machine. I'm already seeing a return
on my investment.” —Shawn F

For Commercial Use:
TW-5 & TW-5FC

Our most popular machine! The TW-5
boasts an 11 HP OHV Honda GX engine,
! 22 GPM 2-stage pump, auto-cycle valve,
itz e _ R e o o o 4-way wedge, and hydraulic wedge lift.
L N e SR The TW-5 delivers 25 tons of force with
TW-2 & TW-2HD * e e : et ; . o a 10 second cycle time, and will handle
A great choice for the rental industry. The TW-2 and i = o 2 .' iy ?\;82 ir;a;(\j/;itlaazﬁ);ltirioggl\g:g j;.szgdhjs
TW-2HD are powered by a Honda GX 9 HP OHV (for longer logs) and will accept the
engine and feature a 16 GPM 2-stage pump. The log optional 6-way wedge and log lift.
cradles are fabricated with heavy-gauge steel, yielding

a rugged machine that can endure heavy use.

The beefed-up TW-2HD accepts options to increase
productivity, including a 4-way wedge, log lift,
wedge-lift cylinder and auto-cycle valve.

T TW-T wit
Now, a single operator can box wedge
produce perfect firewood for
those finicky customers. Our
exclusive wedge features five
vertical blades that regulate the
width while the horizontal blade
controls the height. The result?
Firewood that is perfect for
bundling. In addition to the
“box”” wedge, we also include
our standard 2-way wedge with WA with
the TW-7 for maximum ; standard
splitting versatility. 2-way wedge

- TW-P1 with optional log lift

The TW-5FC is almost identical to the
TW-5, but the cycle time is a blistering
6 seconds at 20 tons of force
with a 4" cylinder.

Financing Available—Call for Details

800-340-4386

802-775-4227
www.timberwolfcorp.com

See video clips and Call today 7 S
p 800 3 40 43 86 WOOD PROCESSING EQUIPMENT

dOZ_enS Of phOtOS at 118 Spruce Street Rutland, VT 0570
Www.tlmberwolfcorp.com. The TW-5 shown here with optional log lift and 6-way wedge. Available in longer lengths. www.timberwolfcorp.com 802-775-4227 Fax: 802-773-1275 | ==




